
 

 

Abstract— Matrix decomposition is required in various 
algorithms used in wireless communication applications. FPGAs 
strike a balance between ASICs and DSPs, as they have the 
programmability of software with performance capacity 
approaching that of a custom hardware implementation. 
However, FPGA architectures require designers to make a 
countless number of system, architectural and logic design 
decisions. By performing design space exploration, a designer can 
find the optimal device for a specific application, however very 
few tools exist which can accomplish this task. This paper 
presents automatic generation and optimization of decomposition 
methods using a core generator tool, GUSTO, that we developed 
to enable easy design space exploration with different 
parameterization options such as resource allocation, bit widths 
of the data, number of functional units and organization of 
controllers and interconnects. We present a detailed study of area 
and throughput tradeoffs of matrix decomposition architectures 
using different parameterizations. 

I. INTRODUCTION 
Matrix decompositions are essential computations for 

simplifying and reducing the computational complexity of 
various algorithms used in wireless communication. For 
example, decomposition methods are used for simplifying 
matrix inversion which are used in MIMO-OFDM systems’ 
minimum mean square error algorithms for pre-coding in 
spatial multiplexing [1], equalization algorithms to remove the 
effect of the channel on the signal [2] and detection-estimation 
algorithms in space-time coding [3].     

The choice of computational platform plays a significant 
role in the overall design and implementation of wireless 
communication systems. A designer should determine an 
appropriate platform between a wide range of hardware: 
Application Specific Integrated Circuits (ASICs) and software: 
Digital Signal Processors (DSPs). ASICs offer exceptional 
performance results at the price of long time to market and 
high non-recurring engineering (NRE) costs. On the other 
hand, DSPs ease the development of these architectures and 
offer a short time to market, however they lack the 
performance capacity for high throughput applications. Field 
Programmable Gate Arrays (FPGAs) strike a balance between 
ASICs and DSPs, as they have the programmability of 
software with performance capacity approaching that of a 
custom hardware implementation. FPGAs present designers 
with substantially more parallelism allowing more efficient 
application implementation. FPGAs are becoming an 

increasingly common platform for wireless communication [4-
6] as they provide powerful computational architectural 
features such as vast amounts of programmable logic 
elements, embedded multipliers, shift register LUTs (SRLs), 
Block RAMs (BRAMs), DSP blocks and Digital Clock 
Managers (DCMs). 

When building an FPGA architecture, designers need to 
make a countless number of system, architectural and logic 
design decisions with regards to resource allocation, bit widths 
of the data, number of functional units and organization of 
controllers and interconnects. The main goal is to deliver the 
smallest, fastest device for the application that uses the least 
power. However achieving all of these goals in one design is 
at times contradictory since designing a faster device also 
frequently results in a larger, more power hungry device. By 
performing design space exploration, a designer can find the 
optimal device for a specific application, however very few 
tools exist which can accomplish this task. To ease the design 
space exploration of different matrix computations, we design 
an easy to use tool, GUSTO (“General architecture design 
Utility and Synthesis Tool for Optimization”)[7, 8]. GUSTO 
takes 5 inputs, namely the operation type (QR, LU, Cholesky 
decompositions), the matrix dimension, the type and number 
of arithmetic resources, data representation (the integer and 
fractional bit width) and modes of operation. GUSTO has two 
different modes of operation: Mode 1 and Mode 2. Mode 1 
automatically generates a general purpose architecture and 
Mode 2 optimizes the general purpose architecture creating an 
application specific architecture to improve its area and 
performance results. 

Our major contributions are as follows: 
1) Automatic generation and optimization of different 

decomposition architectures with parameterized inputs: 
resource allocation, bit widths, matrix dimensions, modes 
and methods. 

2) Comparison of different matrix decomposition methods in 
terms of different matrix dimensions, bit widths and 
parallelism.   

3) Thorough study of area and throughput tradeoffs of matrix 
decomposition architectures using different 
parameterizations and a case study: Implementation of 
Adaptive Weight Calculation Core using QRD-RLS 
algorithm.  
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This paper is organized as follows. Section II introduces 
decomposition methods: QR, LU and Cholesky, which are 
frequently used in wireless communication systems. Section 
III describes our tool to generate matrix decomposition 
architectures and the optimizations performed, namely: static 
architecture generation and resource trimming for 
optimization. Section IV presents our implementation results 
in terms of area, timing and throughput as well as a case study 
that implements Adaptive Weight Calculation and compares 
our results with previously published work. We conclude in 
Section V. 

II. MATRIX DECOMPOSITION METHODS 
Decomposition methods such as QR, LU and Cholesky, 

provide analytic simplicity and computational convenience for 
many different wireless communication algorithms. The 
selection of the decomposition method depends on the 
characteristics of the given matrix. As an example in matrix 
inversion, QR decomposition is used to generate an equivalent 
upper triangular system for non-square matrices. We further 
explain these decomposition methods, their characteristics and 
algorithms, and the resulting matrices in the next subsections 
[9]. Note that for square matrices, n denotes the matrix size 
(i.e. matrix with n = 4 implies a 4 × 4 matrix). For rectangular 
matrices, m and n denote the number of rows and columns in 
the matrix respectively (i.e.  matrix with m = 3, n = 4 denotes 
a  3 × 4 matrix). 

A. QR Decomposition 
QR decomposition is an elementary operation, which 

decomposes a matrix into an orthogonal and a triangular 
matrix. Given א ܣ  Թ௠ൈ௡ with rank(A) = n, QR 
decomposition exists as A = Q×R where ܳ א  Թ௠ൈ௡ has 
orthonormal columns, QT × Q = Q × QT = I, Q-1 = QT, and ܴ א  Թ௡ൈ௡  is an upper triangular matrix (Figure 1(b)). 

There are three different QR decomposition methods: 
Gram-Schmidt orthogonormalization (Classical or Modified), 
Givens Rotations (GR) and Householder Reflections. QRD-
Modified Gram-Schmidt (MGS) is a slightly modified version 
of the QRD-Classical Gram-Schmidt (CGS) algorithm. QRD-
MGS is numerically more accurate and stable than QRD-CGS 
and numerically equivalent to the Givens Rotations solution 
[10-12] (the solution that has been the focus of previously 
published hardware implementations because of its stability 

and accuracy). If the input matrix, A, is well-conditioned and 
non-singular, the resulting matrices, Q and R, satisfy their 
required matrix characteristics and QRD-MGS results are 
accurate to floating-point machine precision [12]. We 
therefore present the QRD-MGS algorithm in Figure 1(a) and 
describe it below. 

A, Q, R and X are the input, orthogonal, upper triangular and 
intermediate matrices, respectively. The intermediate matrix is 
the updated input matrix throughout the solution steps. 
Matrices with only one index as Ai or Xj  represent the columns 
of the matrix and matrices with two indices like Rij represent 
the entry at the intersection of ith row with jth column of the 
matrix where 1 ≤ i,j ≤ n. 

In Figure 1(a) we show that we start every decomposition 
by transferring the input matrix columns, Ai, into the memory 
elements (2). Diagonal entries of the R matrix are the 
Euclidean norm of the intermediate matrix columns which is 
shown as (4). The Q matrix columns are calculated by the 
division of the intermediate matrix columns by the Euclidean 
norm of the intermediate matrix column, which is the diagonal 
element of R (5). Non-diagonal entries of the R matrix are 
computed by projecting the Q matrix columns onto the 
intermediate matrix columns one by one (7) such that after the 
solution of Q2, it is projected onto X3 and X4 to compute R23 
and R24. Lastly, the intermediate matrix columns are updated 
by (8). 

B. LU Decomposition 
If A is a square matrix, א ܣ  Թ௡ൈ௡, and its leading principal 

submatrices are all nonsingular, det(A(1:k, 1:k)) ≠ 0 for k = 1 : 
n-1, matrix A can be decomposed into unique lower triangular 
and upper triangular matrices. LU decomposition of a matrix A 
is shown as A = L × U, where L and U are the lower and upper 
triangular matrices respectively (Figure 2(b)). 

The LU algorithm is shown in Figure 2(a). It writes lower 
and upper triangular matrices onto the A matrix entries. Then 
it updates the values of the A matrix column by column ((4) 
and (7)). The final values are computed by the division of each 
column entry by the diagonal entry of that column (9). 

C. Cholesky Decomposition 
Cholesky decomposition is another elementary operation, 

which decomposes a symmetric positive definite matrix, א ܣ  Թ௡ൈ௡, into a unique lower triangular matrix, א ܩ  Թ௡ൈ௡, 
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Fig. 1. QR decomposition (QR-MGS) 
algorithm is presented in (a). The resulting 
matrices of the decomposition are shown in 
(b). 

Fig.  2. LU decomposition algorithm is presented in 
(a). The resulting matrices of the decomposition are 
shown in (b). 

Fig. 3. Cholesky decomposition algorithm is 
presented in (a). The resulting matrices of the 
decomposition are shown in (b). 



 

 

with positive diagonal entries. A matrix א ܣ  Թ௡ൈ௡ is positive 
definite if ݔܣ்ݔ ൐ 0 for א ݔ  Թ௡ and ݔ ് 0 where if A is 
symmetric positive definite then ்ܣ ൌ  A positive definite .ܣ
matrix is always nonsingular and its determinant is always 
positive. Cholesky decomposition of a matrix A is shown as   
A = G×GT, where G is a unique lower triangular matrix, 
Cholesky triangle, and GT is the transpose of this lower 
triangular matrix (Figure 3(b)). 

Figure 3(a) shows the Cholesky decomposition algorithm.  
We start decomposition by transferring the input matrix, A, 
into the memory elements. The diagonal entries of lower 
triangular matrix, G, are the square root of the diagonal entries 
of the given matrix (2). We calculate the entries below the 
diagonal entries by dividing the corresponding element of the 
given matrix by the belonging column diagonal element (4). 
The algorithm works column by column and after the 
computation of the first column of the diagonal matrix with 
the given matrix entries, the elements in the next columns are 
updated (7). For example after the computation of G11 by (2), 
G21, G31, G41 by (4), the second column: A22, A32, A42, third 
column: A33, A43, and fourth column: A44 are updated by (7). 

III. GUSTO : GENERAL ARCHITECTURE DESIGN UTILITY AND 
SYNTHESIS TOOL FOR OPTIMIZATION 

When implementing decomposition methods in hardware, 
there are different architectural and design decisions that a 
designer needs to make such as choosing the decomposition 
method, matrix dimension, number of bits, number of 
arithmetic resources, and organization of controllers and 
interconnects. Matrix dimension changes with the number of 
antennas that are employed, the number of bits defines the 
precision of the hardware, and the number of arithmetic 
resources affects the area as well as the throughput of the 
design. Design space exploration allows us to set various 
options, such as number of bits and arithmetic resources used, 
in order to find the optimal design for a given application and 
therefore it is a critical step in design process. With an 
increasingly strict time to market, designers need to perform 
design space exploration and do the necessary optimizations to 
the original architecture in a short amount of time. The design 
of a tool which provides automatic generation and 
optimization of these architectures is therefore crucial to the 
success of an efficient design.   

Therefore, we design a tool, GUSTO “General architecture 
design Utility and Synthesis Tool for Optimization,” which 
automatically generates and optimizes hardware for matrix 
computations. GUSTO offers different inputs to the user such 
as decomposition method, matrix dimension, number of 
arithmetic resources, number of integer and fractional bit 
width, and two modes of operation (Mode 1 or Mode 2) as 
shown in Figure 4. This automatic generation and optimization 
provides fast results to the designer, so the designer can 
consider different architectural implementations and choose 
the most suitable one for his needs. GUSTO creates 
architectures which use fixed-point arithmetic and provides an 
error analysis after the resource allocation step to find an 
appropriate fixed point representation with similar accuracy to 

that of a floating point implementation. The error analysis step 
uses the user defined input data, and performs decomposition 
with variable bit-length fixed-point and floating-point (single 
or double precision) arithmetic, and presents error in terms of 
mean error, standard deviation of error and mean percentage 
of error. Error is defined as the difference between fixed-point 
and floating-point arithmetic results.    

Mode 1 of GUSTO creates a general purpose architecture 
using resource constrained list scheduling. The benefit of a 
general purpose architecture is that it is capable of performing 
all three decomposition methods with a selection input 
provided to the user. A general purpose architecture is useful 
if the determination of which decomposition method to use is 
not possible beforehand. However general purpose 
architectures come at a price of larger area, lower throughput 
and higher power consumption. Since general purpose 
architectures do not lead to high performance results, it is best 
to create an application specific architecture for a specific 
decomposition method by optimizing the general purpose 
architecture.      

Mode 2 of GUSTO creates an application specific 
architecture for a specific decomposition method. The 
architecture becomes scheduled, static and optimized while 
maintaining the correctness of solution. Application specific 
architecture implementation is performed in two steps: 
generating a scheduled and static architecture, and trimming 
the unused resources from the architecture for further 
optimization. After generation of the general purpose 
architecture, this architecture is simulated by Mode 2 of 
GUSTO to gather information for the assignments done to the 
memory elements and arithmetic units during the scheduling 
process. This information is used in the application specific 
architecture to cancel the scheduling process and dynamic 
memory assignments making the architecture scheduled and 
static which provides significant area and timing savings. 

 
Fig. 4. Flow and modes of GUSTO.  



 

 

GUSTO also performs optimization by trimming the unused 
resources and interconnects to improve its area results as well 
as throughput. GUSTO defines the connections between the 
resources with optimization matrices, simulates the 
architecture to fill up the optimization matrices with 1s and 0s  
denoting used and unused resources respectively and trims the 
unused resources away. The trimming process is shown with 
an example in Figure 5 (a,b,c and d). Assume that there are 
three arithmetic units (2 inputs/1 output) and a memory unit (2 
inputs/2 outputs) as shown in (a). The possible inputs to 
arithmetic unit B are shown in (b). An optimization matrix for 
arithmetic unit B is created by GUSTO and this matrix is filled 
up with 1s and 0s through simulation (c). Even though Out_A, 
Out_B, Out_C, Out_Mem_1 and Out_Mem_2 are all inputs to 
the arithmetic unit B, not all may be used during the 
decomposition process. As can be seen from the matrix in (c), 
Out_A, Out_C and Out_Mem_2 are never being used as inputs 
to the In_B_1 and Out_B, Out_Mem_1 are never being used as 
inputs to In_B_2. GUSTO performs optimization by trimming 
away these unused interconnects (d). Also it is important to 
note that if an optimization matrix of an arithmetic unit is 
filled by 0s, the arithmetic unit can be removed with its 
interconnects.    

IV. RESULTS 
This section presents the effectiveness of our tool, GUSTO, 

by showing its different design space exploration examples. 
We divided this section into two parts: inflection point 
analysis and architectural design alternatives analysis. 
Inflection point analysis presents timing results of 
decomposition methods in terms of clock cycles for different 
executions (sequential and parallel), matrix sizes and bit-
widths. Inflection point analysis answers at what matrix size 
does an inflection point occur and how does varying bit width 
and degree of parallelism change the inflection point for a 
specific decomposition method? Architectural design 
alternatives analysis presents area and performance results of 
different decomposition architectures using different 
parameterizations. Area and performance results are presented 
in terms of slices and throughput respectively. This analysis 
also shows how GUSTO finds the optimal hardware by 
showing Mode 1 and Mode 2 results of different 
decomposition methods. Throughput is calculated by dividing 
the maximum clock frequency (MHz) by the number of clock 
cycles to perform matrix decomposition. Our designs are 
written in Verilog and synthesized using Xilinx ISE 9.2. 
Resource utilization and design frequency are post place and 
route values obtained using a Virtex 4 SX35 FPGA. 
  Inflection Point Analysis: We present three different 
analyses for comparison of decomposition methods in Figure 6 
(a), (b) and (c). The total number of operations for different 
decomposition methods is shown in Figure 6 (a) in log 
domain. We compare sequential and parallel execution of 
different decomposition methods for different bit widths (16, 
32 and 64 bits) and matrix sizes in Figure 6 (b) and (c) 
respectively.  QR, LU and Cholesky decomposition methods 
are shown with square, spade and triangle respectively. 16, 32 
and 64 bits of bit widths are shown with smaller dashed, 
dashed and solid lines respectively. We show inflection points 
between these decomposition methods by balloons. 
 The total number of operations (a) shows that QR 
decomposition requires significantly higher number of 
operations compared to LU and Cholesky decompositions. LU 
and Cholesky decompositions require a close number of 
operations where LU decomposition requires more operations 
than Cholesky decomposition after 4 ൈ 4 matrices. The 
sequential execution of decomposition methods (b) show that 

 

Fig. 5. Trimming feature of GUSTO.  
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Fig. 6. Different design space exploration: inflection point analyses, of our tool. (a), (b) and (c) show the total number of operations of decomposition methods in
log domain, the comparison between different decomposition methods using sequential execution and parallel execution respectively.   



 

 

QR decomposition requires more clock cycles than the other 
decomposition methods for all bit widths. Execution of 16 bit 
QR decomposition requires the same number of clock cycles 
with the 64 bit LU decomposition. Cholesky decomposition 
requires more clock cycles than LU decomposition because of 
its square root operation; however the difference between LU 
and Cholesky becomes smaller for smaller number of bit 
widths. The parallel execution of decomposition methods (c) 
shows that LU decomposition performs better than other 
methods. 64 bit implementation of LU decomposition 
performs almost the same as the 32 bit Cholesky 
decomposition and also the 32 bit LU decomposition performs 
almost the same as the 16 bit implementation of Cholesky 
decomposition. 

Architectural Design Alternatives: We present two different 
analyses for comparison of decomposition methods in terms of 
architectural design alternatives in Figure 7 and Figure 8 for 4 ൈ 4 matrices. The general purpose architecture (Mode 1 
results of our tool) and application specific architectures 
(Mode 2 results of our tool) are compared in Figure 7 in terms 
of slices (area) and throughput (performance). We compare 
area and throughput results of different bit width 
implementations of decomposition methods in Figure 8.   

The general purpose architecture is able to perform different 
decomposition methods with a selection input. However, it is 
possible to provide better area and throughput results by 
optimizing the general purpose architecture and creating an 
application specific architecture for a specific decomposition 
method. As can be seen in Figure 7, by creating an application 
specific architecture which uses the optimal number of 
resources (using Mode 2 of our tool), we can decrease the area 
by 83%, 94% and 86% for QR, LU and Cholesky 
decompositions respectively. Optimizing the architecture also 
provides higher clock frequencies and leads 16%, 68% and 
14% increase in throughput for QR, LU and Cholesky 
decompositions respectively.   

We also present area and throughput results for different bit 
widths of data: 19, 26 and 32 bits in Figure 8. The user can 
determine the length of the data by the error analysis part of 
our tool. High precision can be obtained by using a larger 
number of bits but this comes at the price of larger area and 
lower throughput. As can be seen in Figure 8, LU 
decomposition provides the smallest area and highest 

throughput for all bit widths. Also, it is important to see that 
there is an inflection point between QR and Cholesky 
decompositions at 25 bits in terms of area where Cholesky 
decomposition requires more area for bit widths larger than 25 
bits. On the other hand, Cholesky decomposition provides 
higher throughput compared to QR decomposition for all bit 
widths due to the fact that Cholesky decomposition requires 
less clock cycles. 

In the next subsection, we present a case study: 
Implementation of Adaptive Weight Calculation Core, using 
the QR decomposition core generated by GUSTO.  

 
A. Case Study: Implementation of Adaptive Weight 
Calculation Core using QRD-RLS Algorithm 
Adaptive weight calculation (AWC) is required in many 

wireless communication applications including adaptive 
beamforming, equalization, predistortion and multiple-input 
multiple-output (MIMO) systems [13]. These applications 
involve solving systems of equations in many cases which can 
be seen as: 

 ܽଵଵݔଵ ൅ ܽଵଶݔଶ ൅ ڮ ൅ ܽଵ௠ݔ௠ ൌ ܾଵ ൅ ݁ଵ ܽଶଵݔଵ ൅ ܽଶଶݔଶ ൅ ڮ ൅ ܽଶ௠ݔ௠ ൌ ܾଶ ൅ ݁ଶ 
ଵݔ௡ଵܽ ڭ                  ڭ            ڭ           ڭ               ڭ          ൅ ܽ௡ଶݔଶ ൅ ڮ ൅ ܽ௡௠ݔ௠ ൌ ܾ௡ ൅ ݁௡ 

 
where A is the observations matrix which is assumed to be 
noisy, b is a known training sequence and x is the vector to be 
computed. This is described more compactly in matrix 
notation as ݔܣ ൌ ܾ ൅ ݁. If there is the same number of 
equations as there are unknowns, i.e. n = m, this system of 
equations has a unique solution, x = A−1b. However, high 
sampling rate communication applications are often over-
determined, i.e. n > m. Introducing the least squares approach 
helps to solve the problem by minimizing the residuals: ݉݅݊ ∑ ݁௡ଶ௡ . 

In general, the least squares approach, e.g. Least Mean 
Squares (LMS), Normalized LMS (NLMS) and Recursive 
Least Squares (RLS), is used to find an approximate solution 
to these kinds of system of equations. Among them, RLS is 
most commonly used due to its good numerical properties and 
fast convergence rate [14]. However, it requires matrix 
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inversion which is not efficient in terms of precision and 
hardware implementation. Applying QR decomposition to 
perform adaptive weight calculation based on RLS is a better 
method and leads to more accurate results and efficient 
architectures. Therefore, we use our tool, GUSTO, to 
implement a QR decomposition core for use in adaptive 
weight calculation. The resulting upper triangular matrix, R, 
which is the solution of QR decomposition, is used to find 
coefficients of the system by back-substitution after 
converting b into another column matrix, c, such that Rx = c.  
Comparison: We provide comparisons in Table I using 
different applications which use decomposition methods. 
These related works are hard to compare with each other since 
two of them are matrix inversion architectures [15, 16], one is 
a beamformer design [17], and ours is an adaptive weight 
calculation design. We also use fixed point arithmetic and 
fully utilize FPGA resources like DSP48 multipliers instead of 
Look-up Tables (LUTs). Therefore our intention is not to 
directly compare these different designs, but to give an idea 
about our area and throughput results compared to other 
implementations that use decomposition methods. Edman et 
al. proposed a linear array architecture for inversion of 
complex valued matrices [15]. Karkooti et al. presented an 
implementation of matrix inversion using the QRD-RLS 
algorithm along with square GR and folded systolic arrays 
[16].  Dick et al. considered the architecture, design flow and 
the verification process of a real-time beamformer [17] which 
is most similar to our work since area and timing results are 
presented for QR decomposition and back substitution 
architectures (clock frequency is assumed as 250 MHz). The 
advantage of our work compared to the related work is that we 
give the ability to the designer to study the tradeoffs between 
architectures with different design parameters to find an 
optimal design. 

V. CONCLUSION 
This paper presents automatic generation and optimization 

of decomposition methods using a core generator tool, 
GUSTO, which enables easy design space exploration. 
GUSTO offers different parameterization options such as 
resource allocation, bit widths of the data, number of 

functional units and organization of controllers and 
interconnects. Therefore, a designer can easily study the area 
and throughput tradeoffs of different architectures. GUSTO’s 
optimized application specific architectures decrease the  area 
by 83%, 94% and 86% and increase the throughput 16%, 68% 
and 14% compared to the general purpose architecture for QR, 
LU and Cholesky decompositions respectively. In this paper, 
we concentrate on small matrix sizes, and employ fixed point 
arithmetic in our architectures. Our future work will include 
solutions for decomposition of larger matrix sizes and usage of 
floating point arithmetic.  

 
REFERENCES 

[1] K. Kusume, M. Joham, W. Utschick, G. Bauch, “Efficient Tomlinson-
Harashima precoding for spatial multiplexing on flat MIMO 
channel,”IEEE International Conference on Communications, Volume 
3,  16-20 May 2005 Page(s):2021 - 2025 Vol. 3. 

[2] L. Zhou, L. Qiu, J. Zhu, “A novel adaptive equalization algorithm for 
MIMO communication system,” Vehicular Technology Conference, 
Volume 4, 25-28 Sept., 2005 Page(s):2408 – 2412. 

[3] C. Hangjun, D. Xinmin, A. Haimovich, “Layered turbo space-time 
coded MIMO-OFDM systems for time varying channels,”Global 
Telecommunications Conference, IEEE Volume 4, 1-5 Dec. 2003 
Page(s):1831 - 1836 vol.4. 

[4] Y. Meng, A.P.Brown, R. A.Iltis, T. Sherwood, H. Lee, R.Kastner, "MP 
core: algorithm and design techniques for efficient channel estimation in 
wireless applications," Design Automation Conference Proceedings, 
42nd , vol., no., pp. 297-302, 13-17 June 2005. 

[5] R. A. Iltis, S. Mirzaei, R. Kastner, R. E. Cagley, B. T. Weals, "Carrier 
Offset and Channel Estimation for Cooperative MIMO Sensor 
Networks," Global Telecommunications Conference, 2006. 
GLOBECOM '06. IEEE , vol., no., pp.1-5, Nov. 2006. 

[6] R.E. Cagley, B. T. Weals, S. A. McNally, R. A. Iltis, S.Mirzaei, R. 
Kastner, "Implementation of the Alamouti OSTBC to a Distributed Set 
of Single-Antenna Wireless Nodes," Wireless Communications and 
Networking Conference, 2007. WCNC 2007. IEEE, vol., no., pp.577-
581, 11-15 March 2007. 

[7] A. Irturk, B. Benson, S. Mirzaei and R. Kastner, “An FPGA Design 
Space Exploration Tool for Matrix Inversion Architectures,” In 
Proceedings of IEEE Symposium on Application Specific Processors 
(SASP) 2008. 

[8] A. Irturk, B. Benson, and R. Kastner, “Automatic Generation of 
Decomposition based Matrix Inversion Architectures,” In Proceedings 
of International Conference on Field-Programmable Technology 
(ICFPT) 2008. 

[9] G.H. Golub, C.F.V. Loan, Matrix Computations, 3rd ed. Baltimore, MD: 
John Hopkins University Press. 

[10] A. Bjőrck, C. Paige, “Loss and recapture of orthogonality in the 
modified Gram-Schmidt algorithm,” SIAM J. Matrix Anal. Appl., vol. 13 
(1), pp 176-190, 1992. 

[11] A. Bjőrck, “Numerics of Gram-Schmidt orthogonalization,” Linear 
Algebra and Its Applications, vol. 198, pp. 297-316, 1994. 

[12] C. K. Singh, S.H. Prasad, P.T. Balsara, “VLSI Architecture for Matrix 
Inversion using Modified Gram-Schmidt based QR Decomposition”, 
20th  International Conference on VLSI Design. (2007) 836 – 841. 

[13] Simon Haykin, Adaptive Filter Theory, Prentice Hall, Fourth Edition. 
[14] J. Ma, K.K. Parhi, E.F. Deprettere, “Annihilation-reordering lookahead 

pipelined CORDIC-based RLS adaptive filters and their application to 
adaptive beamforming,” IEEE Transactions on Signal Processing, 2000. 

[15] F. Edman, V. Öwall, “A Scalable Pipelined Complex Valued Matrix 
Inversion Architecture,” IEEE International Symposium on Circuits and 
Systems. (2005) 4489 – 4492. 

[16] M. Karkooti, J.R. Cavallaro, C. Dick, “FPGA Implementation of Matrix 
Inversion Using QRD-RLS Algorithm,” Thirty-Ninth Asilomar 
Conference on Signals, Systems and Computers (2005) 1625 – 162. 

[17] C. Dick, F. Harris, M. Pajic, D. Vuletic, “Real-Time QRD-Based 
Beamforming on an FPGA Platform,” Fortieth Asilomar Conference on 
Signals, Systems and Computers, 2006. ACSSC '06. 

TABLE I 
COMPARISONS BETWEEN OUR RESULTS AND PREVIOUSLY PUBLISHED 

PAPERS. NR DENOTES NOT REPORTED. 
 Ref[15] Ref[16] Ref[17] GUSTO 
Application Matrix 

Inversion 
Matrix 

Inversion 
Beamformer AWC 

Method QR QR QR QR 
Matrix Size 4 ൈ 4 4 ൈ 4 3 ൈ 3 5 ൈ 5 4 ൈ 4 

Bit width  12 20 18 20 
Data type fixed floating NR fixed 

Device type 
(Virtex) 

II IV IV IV 

Slices 4400 9117 3530 2558 
DSP48s NR 22 13 12 
BRAMs NR 9 6 1 

Throughput 
(106×s-1) 

0.28 0.12 0.27 0.11 0.13 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 0
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /AbadiMT-CondensedLight
    /ACaslon-Italic
    /ACaslon-Regular
    /ACaslon-Semibold
    /ACaslon-SemiboldItalic
    /AdobeArabic-Bold
    /AdobeArabic-BoldItalic
    /AdobeArabic-Italic
    /AdobeArabic-Regular
    /AdobeHebrew-Bold
    /AdobeHebrew-BoldItalic
    /AdobeHebrew-Italic
    /AdobeHebrew-Regular
    /AdobeHeitiStd-Regular
    /AdobeMingStd-Light
    /AdobeMyungjoStd-Medium
    /AdobePiStd
    /AdobeSansMM
    /AdobeSerifMM
    /AdobeSongStd-Light
    /AdobeThai-Bold
    /AdobeThai-BoldItalic
    /AdobeThai-Italic
    /AdobeThai-Regular
    /AGaramond-Bold
    /AGaramond-BoldItalic
    /AGaramond-Italic
    /AGaramond-Regular
    /AGaramond-Semibold
    /AGaramond-SemiboldItalic
    /AgencyFB-Bold
    /AgencyFB-Reg
    /AGOldFace-Outline
    /AharoniBold
    /Algerian
    /Americana
    /Americana-ExtraBold
    /AndaleMono
    /AndaleMonoIPA
    /AngsanaNew
    /AngsanaNew-Bold
    /AngsanaNew-BoldItalic
    /AngsanaNew-Italic
    /AngsanaUPC
    /AngsanaUPC-Bold
    /AngsanaUPC-BoldItalic
    /AngsanaUPC-Italic
    /Anna
    /ArialAlternative
    /ArialAlternativeSymbol
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialMT-Black
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialRoundedMTBold
    /ArialUnicodeMS
    /ArrusBT-Bold
    /ArrusBT-BoldItalic
    /ArrusBT-Italic
    /ArrusBT-Roman
    /AvantGarde-Book
    /AvantGarde-BookOblique
    /AvantGarde-Demi
    /AvantGarde-DemiOblique
    /AvantGardeITCbyBT-Book
    /AvantGardeITCbyBT-BookOblique
    /BakerSignet
    /BankGothicBT-Medium
    /Barmeno-Bold
    /Barmeno-ExtraBold
    /Barmeno-Medium
    /Barmeno-Regular
    /Baskerville
    /BaskervilleBE-Italic
    /BaskervilleBE-Medium
    /BaskervilleBE-MediumItalic
    /BaskervilleBE-Regular
    /Baskerville-Bold
    /Baskerville-BoldItalic
    /Baskerville-Italic
    /BaskOldFace
    /Batang
    /BatangChe
    /Bauhaus93
    /Bellevue
    /BellGothicStd-Black
    /BellGothicStd-Bold
    /BellGothicStd-Light
    /BellMT
    /BellMTBold
    /BellMTItalic
    /BerlingAntiqua-Bold
    /BerlingAntiqua-BoldItalic
    /BerlingAntiqua-Italic
    /BerlingAntiqua-Roman
    /BerlinSansFB-Bold
    /BerlinSansFBDemi-Bold
    /BerlinSansFB-Reg
    /BernardMT-Condensed
    /BernhardModernBT-Bold
    /BernhardModernBT-BoldItalic
    /BernhardModernBT-Italic
    /BernhardModernBT-Roman
    /BiffoMT
    /BinnerD
    /BinnerGothic
    /BlackadderITC-Regular
    /Blackoak
    /Bodoni
    /Bodoni-Bold
    /Bodoni-BoldItalic
    /Bodoni-Italic
    /BodoniMT
    /BodoniMTBlack
    /BodoniMTBlack-Italic
    /BodoniMT-Bold
    /BodoniMT-BoldItalic
    /BodoniMTCondensed
    /BodoniMTCondensed-Bold
    /BodoniMTCondensed-BoldItalic
    /BodoniMTCondensed-Italic
    /BodoniMT-Italic
    /BodoniMTPosterCompressed
    /Bodoni-Poster
    /Bodoni-PosterCompressed
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /Bookman-Demi
    /Bookman-DemiItalic
    /Bookman-Light
    /Bookman-LightItalic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolOne-Regular
    /BookshelfSymbolSeven
    /BookshelfSymbolThree-Regular
    /BookshelfSymbolTwo-Regular
    /Botanical
    /Boton-Italic
    /Boton-Medium
    /Boton-MediumItalic
    /Boton-Regular
    /Boulevard
    /BradleyHandITC
    /Braggadocio
    /BritannicBold
    /Broadway
    /BrowalliaNew
    /BrowalliaNew-Bold
    /BrowalliaNew-BoldItalic
    /BrowalliaNew-Italic
    /BrowalliaUPC
    /BrowalliaUPC-Bold
    /BrowalliaUPC-BoldItalic
    /BrowalliaUPC-Italic
    /BrushScript
    /BrushScriptMT
    /CaflischScript-Bold
    /CaflischScript-Regular
    /Calibri
    /Calibri-Bold
    /Calibri-BoldItalic
    /Calibri-Italic
    /CalifornianFB-Bold
    /CalifornianFB-Italic
    /CalifornianFB-Reg
    /CalisMTBol
    /CalistoMT
    /CalistoMT-BoldItalic
    /CalistoMT-Italic
    /Cambria
    /Cambria-Bold
    /Cambria-BoldItalic
    /Cambria-Italic
    /CambriaMath
    /Candara
    /Candara-Bold
    /Candara-BoldItalic
    /Candara-Italic
    /Carta
    /CaslonOpenfaceBT-Regular
    /Castellar
    /CastellarMT
    /Centaur
    /Centaur-Italic
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchL-Bold
    /CenturySchL-BoldItal
    /CenturySchL-Ital
    /CenturySchL-Roma
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /CGTimes-Bold
    /CGTimes-BoldItalic
    /CGTimes-Italic
    /CGTimes-Regular
    /CharterBT-Bold
    /CharterBT-BoldItalic
    /CharterBT-Italic
    /CharterBT-Roman
    /CheltenhamITCbyBT-Bold
    /CheltenhamITCbyBT-BoldItalic
    /CheltenhamITCbyBT-Book
    /CheltenhamITCbyBT-BookItalic
    /Chiller-Regular
    /CMB10
    /CMBSY10
    /CMBSY5
    /CMBSY6
    /CMBSY7
    /CMBSY8
    /CMBSY9
    /CMBX10
    /CMBX12
    /CMBX5
    /CMBX6
    /CMBX7
    /CMBX8
    /CMBX9
    /CMBXSL10
    /CMBXTI10
    /CMCSC10
    /CMCSC8
    /CMCSC9
    /CMDUNH10
    /CMEX10
    /CMEX7
    /CMEX8
    /CMEX9
    /CMFF10
    /CMFI10
    /CMFIB8
    /CMINCH
    /CMITT10
    /CMMI10
    /CMMI12
    /CMMI5
    /CMMI6
    /CMMI7
    /CMMI8
    /CMMI9
    /CMMIB10
    /CMMIB5
    /CMMIB6
    /CMMIB7
    /CMMIB8
    /CMMIB9
    /CMR10
    /CMR12
    /CMR17
    /CMR5
    /CMR6
    /CMR7
    /CMR8
    /CMR9
    /CMSL10
    /CMSL12
    /CMSL8
    /CMSL9
    /CMSLTT10
    /CMSS10
    /CMSS12
    /CMSS17
    /CMSS8
    /CMSS9
    /CMSSBX10
    /CMSSDC10
    /CMSSI10
    /CMSSI12
    /CMSSI17
    /CMSSI8
    /CMSSI9
    /CMSSQ8
    /CMSSQI8
    /CMSY10
    /CMSY5
    /CMSY6
    /CMSY7
    /CMSY8
    /CMSY9
    /CMTCSC10
    /CMTEX10
    /CMTEX8
    /CMTEX9
    /CMTI10
    /CMTI12
    /CMTI7
    /CMTI8
    /CMTI9
    /CMTT10
    /CMTT12
    /CMTT8
    /CMTT9
    /CMU10
    /CMVTT10
    /ColonnaMT
    /Colossalis-Bold
    /ComicSansMS
    /ComicSansMS-Bold
    /Consolas
    /Consolas-Bold
    /Consolas-BoldItalic
    /Consolas-Italic
    /Constantia
    /Constantia-Bold
    /Constantia-BoldItalic
    /Constantia-Italic
    /CooperBlack
    /CopperplateGothic-Bold
    /CopperplateGothic-Light
    /Copperplate-ThirtyThreeBC
    /Corbel
    /Corbel-Bold
    /Corbel-BoldItalic
    /Corbel-Italic
    /CordiaNew
    /CordiaNew-Bold
    /CordiaNew-BoldItalic
    /CordiaNew-Italic
    /CordiaUPC
    /CordiaUPC-Bold
    /CordiaUPC-BoldItalic
    /CordiaUPC-Italic
    /Courier
    /Courier-Bold
    /Courier-BoldOblique
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /Courier-Oblique
    /CourierStd
    /CourierStd-Bold
    /CourierStd-BoldOblique
    /CourierStd-Oblique
    /CourierX-Bold
    /CourierX-BoldOblique
    /CourierX-Oblique
    /CourierX-Regular
    /CreepyRegular
    /CurlzMT
    /David-Bold
    /David-Reg
    /DavidTransparent
    /Desdemona
    /DilleniaUPC
    /DilleniaUPCBold
    /DilleniaUPCBoldItalic
    /DilleniaUPCItalic
    /Dingbats
    /DomCasual
    /Dotum
    /DotumChe
    /EdwardianScriptITC
    /Elephant-Italic
    /Elephant-Regular
    /EngraversGothicBT-Regular
    /EngraversMT
    /EraserDust
    /ErasITC-Bold
    /ErasITC-Demi
    /ErasITC-Light
    /ErasITC-Medium
    /ErieBlackPSMT
    /ErieLightPSMT
    /EriePSMT
    /EstrangeloEdessa
    /Euclid
    /Euclid-Bold
    /Euclid-BoldItalic
    /EuclidExtra
    /EuclidExtra-Bold
    /EuclidFraktur
    /EuclidFraktur-Bold
    /Euclid-Italic
    /EuclidMathOne
    /EuclidMathOne-Bold
    /EuclidMathTwo
    /EuclidMathTwo-Bold
    /EuclidSymbol
    /EuclidSymbol-Bold
    /EuclidSymbol-BoldItalic
    /EuclidSymbol-Italic
    /EucrosiaUPC
    /EucrosiaUPCBold
    /EucrosiaUPCBoldItalic
    /EucrosiaUPCItalic
    /EUEX10
    /EUEX7
    /EUEX8
    /EUEX9
    /EUFB10
    /EUFB5
    /EUFB7
    /EUFM10
    /EUFM5
    /EUFM7
    /EURB10
    /EURB5
    /EURB7
    /EURM10
    /EURM5
    /EURM7
    /EuroMono-Bold
    /EuroMono-BoldItalic
    /EuroMono-Italic
    /EuroMono-Regular
    /EuroSans-Bold
    /EuroSans-BoldItalic
    /EuroSans-Italic
    /EuroSans-Regular
    /EuroSerif-Bold
    /EuroSerif-BoldItalic
    /EuroSerif-Italic
    /EuroSerif-Regular
    /EuroSig
    /EUSB10
    /EUSB5
    /EUSB7
    /EUSM10
    /EUSM5
    /EUSM7
    /FelixTitlingMT
    /Fences
    /FencesPlain
    /FigaroMT
    /FixedMiriamTransparent
    /FootlightMTLight
    /Formata-Italic
    /Formata-Medium
    /Formata-MediumItalic
    /Formata-Regular
    /ForteMT
    /FranklinGothic-Book
    /FranklinGothic-BookItalic
    /FranklinGothic-Demi
    /FranklinGothic-DemiCond
    /FranklinGothic-DemiItalic
    /FranklinGothic-Heavy
    /FranklinGothic-HeavyItalic
    /FranklinGothicITCbyBT-Book
    /FranklinGothicITCbyBT-BookItal
    /FranklinGothicITCbyBT-Demi
    /FranklinGothicITCbyBT-DemiItal
    /FranklinGothic-Medium
    /FranklinGothic-MediumCond
    /FranklinGothic-MediumItalic
    /FrankRuehl
    /FreesiaUPC
    /FreesiaUPCBold
    /FreesiaUPCBoldItalic
    /FreesiaUPCItalic
    /FreestyleScript-Regular
    /FrenchScriptMT
    /Frutiger-Black
    /Frutiger-BlackCn
    /Frutiger-BlackItalic
    /Frutiger-Bold
    /Frutiger-BoldCn
    /Frutiger-BoldItalic
    /Frutiger-Cn
    /Frutiger-ExtraBlackCn
    /Frutiger-Italic
    /Frutiger-Light
    /Frutiger-LightCn
    /Frutiger-LightItalic
    /Frutiger-Roman
    /Frutiger-UltraBlack
    /Futura-Bold
    /Futura-BoldOblique
    /Futura-Book
    /Futura-BookOblique
    /FuturaBT-Bold
    /FuturaBT-BoldItalic
    /FuturaBT-Book
    /FuturaBT-BookItalic
    /FuturaBT-Medium
    /FuturaBT-MediumItalic
    /Futura-Light
    /Futura-LightOblique
    /GalliardITCbyBT-Bold
    /GalliardITCbyBT-BoldItalic
    /GalliardITCbyBT-Italic
    /GalliardITCbyBT-Roman
    /Garamond
    /Garamond-Bold
    /Garamond-BoldCondensed
    /Garamond-BoldCondensedItalic
    /Garamond-BoldItalic
    /Garamond-BookCondensed
    /Garamond-BookCondensedItalic
    /Garamond-Italic
    /Garamond-LightCondensed
    /Garamond-LightCondensedItalic
    /Gautami
    /GeometricSlab703BT-Light
    /GeometricSlab703BT-LightItalic
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /GeorgiaRef
    /Giddyup
    /Giddyup-Thangs
    /Gigi-Regular
    /GillSans
    /GillSans-Bold
    /GillSans-BoldItalic
    /GillSans-Condensed
    /GillSans-CondensedBold
    /GillSans-Italic
    /GillSans-Light
    /GillSans-LightItalic
    /GillSansMT
    /GillSansMT-Bold
    /GillSansMT-BoldItalic
    /GillSansMT-Condensed
    /GillSansMT-ExtraCondensedBold
    /GillSansMT-Italic
    /GillSans-UltraBold
    /GillSans-UltraBoldCondensed
    /GloucesterMT-ExtraCondensed
    /Gothic-Thirteen
    /GoudyOldStyleBT-Bold
    /GoudyOldStyleBT-BoldItalic
    /GoudyOldStyleBT-Italic
    /GoudyOldStyleBT-Roman
    /GoudyOldStyleT-Bold
    /GoudyOldStyleT-Italic
    /GoudyOldStyleT-Regular
    /GoudyStout
    /GoudyTextMT-LombardicCapitals
    /GSIDefaultSymbols
    /Gulim
    /GulimChe
    /Gungsuh
    /GungsuhChe
    /Haettenschweiler
    /HarlowSolid
    /Harrington
    /Helvetica
    /Helvetica-Black
    /Helvetica-BlackOblique
    /Helvetica-Bold
    /Helvetica-BoldOblique
    /Helvetica-Condensed
    /Helvetica-Condensed-Black
    /Helvetica-Condensed-BlackObl
    /Helvetica-Condensed-Bold
    /Helvetica-Condensed-BoldObl
    /Helvetica-Condensed-Light
    /Helvetica-Condensed-LightObl
    /Helvetica-Condensed-Oblique
    /Helvetica-Fraction
    /Helvetica-Narrow
    /Helvetica-Narrow-Bold
    /Helvetica-Narrow-BoldOblique
    /Helvetica-Narrow-Oblique
    /Helvetica-Oblique
    /HighTowerText-Italic
    /HighTowerText-Reg
    /Humanist521BT-BoldCondensed
    /Humanist521BT-Light
    /Humanist521BT-LightItalic
    /Humanist521BT-RomanCondensed
    /Imago-ExtraBold
    /Impact
    /ImprintMT-Shadow
    /InformalRoman-Regular
    /IrisUPC
    /IrisUPCBold
    /IrisUPCBoldItalic
    /IrisUPCItalic
    /Ironwood
    /ItcEras-Medium
    /ItcKabel-Bold
    /ItcKabel-Book
    /ItcKabel-Demi
    /ItcKabel-Medium
    /ItcKabel-Ultra
    /JasmineUPC
    /JasmineUPC-Bold
    /JasmineUPC-BoldItalic
    /JasmineUPC-Italic
    /JoannaMT
    /JoannaMT-Italic
    /Jokerman-Regular
    /JuiceITC-Regular
    /Kartika
    /Kaufmann
    /KaufmannBT-Bold
    /KaufmannBT-Regular
    /KidTYPEPaint
    /KinoMT
    /KodchiangUPC
    /KodchiangUPC-Bold
    /KodchiangUPC-BoldItalic
    /KodchiangUPC-Italic
    /KorinnaITCbyBT-Regular
    /KozGoProVI-Medium
    /KozMinProVI-Regular
    /KristenITC-Regular
    /KunstlerScript
    /Latha
    /LatinWide
    /LetterGothic
    /LetterGothic-Bold
    /LetterGothic-BoldOblique
    /LetterGothic-BoldSlanted
    /LetterGothicMT
    /LetterGothicMT-Bold
    /LetterGothicMT-BoldOblique
    /LetterGothicMT-Oblique
    /LetterGothic-Slanted
    /LetterGothicStd
    /LetterGothicStd-Bold
    /LetterGothicStd-BoldSlanted
    /LetterGothicStd-Slanted
    /LevenimMT
    /LevenimMTBold
    /LilyUPC
    /LilyUPCBold
    /LilyUPCBoldItalic
    /LilyUPCItalic
    /Lithos-Black
    /Lithos-Regular
    /LotusWPBox-Roman
    /LotusWPIcon-Roman
    /LotusWPIntA-Roman
    /LotusWPIntB-Roman
    /LotusWPType-Roman
    /LucidaBright
    /LucidaBright-Demi
    /LucidaBright-DemiItalic
    /LucidaBright-Italic
    /LucidaCalligraphy-Italic
    /LucidaConsole
    /LucidaFax
    /LucidaFax-Demi
    /LucidaFax-DemiItalic
    /LucidaFax-Italic
    /LucidaHandwriting-Italic
    /LucidaSans
    /LucidaSans-Demi
    /LucidaSans-DemiItalic
    /LucidaSans-Italic
    /LucidaSans-Typewriter
    /LucidaSans-TypewriterBold
    /LucidaSans-TypewriterBoldOblique
    /LucidaSans-TypewriterOblique
    /LucidaSansUnicode
    /Lydian
    /Magneto-Bold
    /MaiandraGD-Regular
    /Mangal-Regular
    /Map-Symbols
    /MathA
    /MathB
    /MathC
    /Mathematica1
    /Mathematica1-Bold
    /Mathematica1Mono
    /Mathematica1Mono-Bold
    /Mathematica2
    /Mathematica2-Bold
    /Mathematica2Mono
    /Mathematica2Mono-Bold
    /Mathematica3
    /Mathematica3-Bold
    /Mathematica3Mono
    /Mathematica3Mono-Bold
    /Mathematica4
    /Mathematica4-Bold
    /Mathematica4Mono
    /Mathematica4Mono-Bold
    /Mathematica5
    /Mathematica5-Bold
    /Mathematica5Mono
    /Mathematica5Mono-Bold
    /Mathematica6
    /Mathematica6Bold
    /Mathematica6Mono
    /Mathematica6MonoBold
    /Mathematica7
    /Mathematica7Bold
    /Mathematica7Mono
    /Mathematica7MonoBold
    /MatisseITC-Regular
    /MaturaMTScriptCapitals
    /Mesquite
    /Mezz-Black
    /Mezz-Regular
    /MICR
    /MicrosoftSansSerif
    /MingLiU
    /Minion-BoldCondensed
    /Minion-BoldCondensedItalic
    /Minion-Condensed
    /Minion-CondensedItalic
    /Minion-Ornaments
    /MinionPro-Bold
    /MinionPro-BoldIt
    /MinionPro-It
    /MinionPro-Regular
    /MinionPro-Semibold
    /MinionPro-SemiboldIt
    /Miriam
    /MiriamFixed
    /MiriamTransparent
    /Mistral
    /Modern-Regular
    /MonotypeCorsiva
    /MonotypeSorts
    /MSAM10
    /MSAM5
    /MSAM6
    /MSAM7
    /MSAM8
    /MSAM9
    /MSBM10
    /MSBM5
    /MSBM6
    /MSBM7
    /MSBM8
    /MSBM9
    /MS-Gothic
    /MSHei
    /MSLineDrawPSMT
    /MS-Mincho
    /MSOutlook
    /MS-PGothic
    /MS-PMincho
    /MSReference1
    /MSReference2
    /MSReferenceSansSerif
    /MSReferenceSansSerif-Bold
    /MSReferenceSansSerif-BoldItalic
    /MSReferenceSansSerif-Italic
    /MSReferenceSerif
    /MSReferenceSerif-Bold
    /MSReferenceSerif-BoldItalic
    /MSReferenceSerif-Italic
    /MSReferenceSpecialty
    /MSSong
    /MS-UIGothic
    /MT-Extra
    /MT-Symbol
    /MT-Symbol-Italic
    /MVBoli
    /Myriad-Bold
    /Myriad-BoldItalic
    /Myriad-Italic
    /MyriadPro-Black
    /MyriadPro-BlackIt
    /MyriadPro-Bold
    /MyriadPro-BoldIt
    /MyriadPro-It
    /MyriadPro-Light
    /MyriadPro-LightIt
    /MyriadPro-Regular
    /MyriadPro-Semibold
    /MyriadPro-SemiboldIt
    /Myriad-Roman
    /Narkisim
    /NewCenturySchlbk-Bold
    /NewCenturySchlbk-BoldItalic
    /NewCenturySchlbk-Italic
    /NewCenturySchlbk-Roman
    /NewMilleniumSchlbk-BoldItalicSH
    /NewsGothic
    /NewsGothic-Bold
    /NewsGothicBT-Bold
    /NewsGothicBT-BoldItalic
    /NewsGothicBT-Italic
    /NewsGothicBT-Roman
    /NewsGothic-Condensed
    /NewsGothic-Italic
    /NewsGothicMT
    /NewsGothicMT-Bold
    /NewsGothicMT-Italic
    /NiagaraEngraved-Reg
    /NiagaraSolid-Reg
    /NimbusMonL-Bold
    /NimbusMonL-BoldObli
    /NimbusMonL-Regu
    /NimbusMonL-ReguObli
    /NimbusRomNo9L-Medi
    /NimbusRomNo9L-MediItal
    /NimbusRomNo9L-Regu
    /NimbusRomNo9L-ReguItal
    /NimbusSanL-Bold
    /NimbusSanL-BoldCond
    /NimbusSanL-BoldCondItal
    /NimbusSanL-BoldItal
    /NimbusSanL-Regu
    /NimbusSanL-ReguCond
    /NimbusSanL-ReguCondItal
    /NimbusSanL-ReguItal
    /Nimrod
    /Nimrod-Bold
    /Nimrod-BoldItalic
    /Nimrod-Italic
    /NSimSun
    /Nueva-BoldExtended
    /Nueva-BoldExtendedItalic
    /Nueva-Italic
    /Nueva-Roman
    /NuptialScript
    /OCRA
    /OCRA-Alternate
    /OCRAExtended
    /OCRB
    /OCRB-Alternate
    /OfficinaSans-Bold
    /OfficinaSans-BoldItalic
    /OfficinaSans-Book
    /OfficinaSans-BookItalic
    /OfficinaSerif-Bold
    /OfficinaSerif-BoldItalic
    /OfficinaSerif-Book
    /OfficinaSerif-BookItalic
    /OldEnglishTextMT
    /Onyx
    /OnyxBT-Regular
    /OzHandicraftBT-Roman
    /PalaceScriptMT
    /Palatino-Bold
    /Palatino-BoldItalic
    /Palatino-Italic
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Palatino-Roman
    /PapyrusPlain
    /Papyrus-Regular
    /Parchment-Regular
    /Parisian
    /ParkAvenue
    /Penumbra-SemiboldFlare
    /Penumbra-SemiboldSans
    /Penumbra-SemiboldSerif
    /PepitaMT
    /Perpetua
    /Perpetua-Bold
    /Perpetua-BoldItalic
    /Perpetua-Italic
    /PerpetuaTitlingMT-Bold
    /PerpetuaTitlingMT-Light
    /PhotinaCasualBlack
    /Playbill
    /PMingLiU
    /Poetica-SuppOrnaments
    /PoorRichard-Regular
    /PopplLaudatio-Italic
    /PopplLaudatio-Medium
    /PopplLaudatio-MediumItalic
    /PopplLaudatio-Regular
    /PrestigeElite
    /Pristina-Regular
    /PTBarnumBT-Regular
    /Raavi
    /RageItalic
    /Ravie
    /RefSpecialty
    /Ribbon131BT-Bold
    /Rockwell
    /Rockwell-Bold
    /Rockwell-BoldItalic
    /Rockwell-Condensed
    /Rockwell-CondensedBold
    /Rockwell-ExtraBold
    /Rockwell-Italic
    /Rockwell-Light
    /Rockwell-LightItalic
    /Rod
    /RodTransparent
    /RunicMT-Condensed
    /Sanvito-Light
    /Sanvito-Roman
    /ScriptC
    /ScriptMTBold
    /SegoeUI
    /SegoeUI-Bold
    /SegoeUI-BoldItalic
    /SegoeUI-Italic
    /Serpentine-BoldOblique
    /ShelleyVolanteBT-Regular
    /ShowcardGothic-Reg
    /Shruti
    /SimHei
    /SimSun
    /SnapITC-Regular
    /StandardSymL
    /Stencil
    /StoneSans
    /StoneSans-Bold
    /StoneSans-BoldItalic
    /StoneSans-Italic
    /StoneSans-Semibold
    /StoneSans-SemiboldItalic
    /Stop
    /Swiss721BT-BlackExtended
    /Sylfaen
    /Symbol
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /Tci1
    /Tci1Bold
    /Tci1BoldItalic
    /Tci1Italic
    /Tci2
    /Tci2Bold
    /Tci2BoldItalic
    /Tci2Italic
    /Tci3
    /Tci3Bold
    /Tci3BoldItalic
    /Tci3Italic
    /Tci4
    /Tci4Bold
    /Tci4BoldItalic
    /Tci4Italic
    /TechnicalItalic
    /TechnicalPlain
    /Tekton
    /Tekton-Bold
    /TektonMM
    /Tempo-HeavyCondensed
    /Tempo-HeavyCondensedItalic
    /TempusSansITC
    /Times-Bold
    /Times-BoldItalic
    /Times-BoldItalicOsF
    /Times-BoldSC
    /Times-ExtraBold
    /Times-Italic
    /Times-ItalicOsF
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Times-Roman
    /Times-RomanSC
    /Trajan-Bold
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Tunga-Regular
    /TwCenMT-Bold
    /TwCenMT-BoldItalic
    /TwCenMT-Condensed
    /TwCenMT-CondensedBold
    /TwCenMT-CondensedExtraBold
    /TwCenMT-CondensedMedium
    /TwCenMT-Italic
    /TwCenMT-Regular
    /Univers-Bold
    /Univers-BoldItalic
    /UniversCondensed-Bold
    /UniversCondensed-BoldItalic
    /UniversCondensed-Medium
    /UniversCondensed-MediumItalic
    /Univers-Medium
    /Univers-MediumItalic
    /URWBookmanL-DemiBold
    /URWBookmanL-DemiBoldItal
    /URWBookmanL-Ligh
    /URWBookmanL-LighItal
    /URWChanceryL-MediItal
    /URWGothicL-Book
    /URWGothicL-BookObli
    /URWGothicL-Demi
    /URWGothicL-DemiObli
    /URWPalladioL-Bold
    /URWPalladioL-BoldItal
    /URWPalladioL-Ital
    /URWPalladioL-Roma
    /USPSBarCode
    /VAGRounded-Black
    /VAGRounded-Bold
    /VAGRounded-Light
    /VAGRounded-Thin
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /VerdanaRef
    /VinerHandITC
    /Viva-BoldExtraExtended
    /Vivaldii
    /Viva-LightCondensed
    /Viva-Regular
    /VladimirScript
    /Vrinda
    /Webdings
    /Westminster
    /Willow
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /WNCYB10
    /WNCYI10
    /WNCYR10
    /WNCYSC10
    /WNCYSS10
    /WoodtypeOrnaments-One
    /WoodtypeOrnaments-Two
    /WP-ArabicScriptSihafa
    /WP-ArabicSihafa
    /WP-BoxDrawing
    /WP-CyrillicA
    /WP-CyrillicB
    /WP-GreekCentury
    /WP-GreekCourier
    /WP-GreekHelve
    /WP-HebrewDavid
    /WP-IconicSymbolsA
    /WP-IconicSymbolsB
    /WP-Japanese
    /WP-MathA
    /WP-MathB
    /WP-MathExtendedA
    /WP-MathExtendedB
    /WP-MultinationalAHelve
    /WP-MultinationalARoman
    /WP-MultinationalBCourier
    /WP-MultinationalBHelve
    /WP-MultinationalBRoman
    /WP-MultinationalCourier
    /WP-Phonetic
    /WPTypographicSymbols
    /XYATIP10
    /XYBSQL10
    /XYBTIP10
    /XYCIRC10
    /XYCMAT10
    /XYCMBT10
    /XYDASH10
    /XYEUAT10
    /XYEUBT10
    /ZapfChancery-MediumItalic
    /ZapfDingbats
    /ZapfHumanist601BT-Bold
    /ZapfHumanist601BT-BoldItalic
    /ZapfHumanist601BT-Demi
    /ZapfHumanist601BT-DemiItalic
    /ZapfHumanist601BT-Italic
    /ZapfHumanist601BT-Roman
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 200
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 2.00333
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 200
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 2.00333
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 400
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00167
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e5c4f5e55663e793a3001901a8fc775355b5090ae4ef653d190014ee553ca901a8fc756e072797f5153d15e03300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc87a25e55986f793a3001901a904e96fb5b5090f54ef650b390014ee553ca57287db2969b7db28def4e0a767c5e03300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV <>
    /HUN <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020d654ba740020d45cc2dc002c0020c804c7900020ba54c77c002c0020c778d130b137c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor weergave op een beeldscherm, e-mail en internet. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for on-screen display, e-mail, and the Internet.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToRGB
      /DestinationProfileName (sRGB IEC61966-2.1)
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing false
      /UntaggedCMYKHandling /UseDocumentProfile
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


